
made of grade 304 stainless steel - grade 316 on request
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Direction of the outlet in the picture: “D” (Right)THIS LINE IS AVAILABLE WITH ODOR TRAP ON REQUEST

200X200 mm floor drain with odor trap
and removable filter basket,

overall height 140 mm
Suitable for slot channels with heelsafe slot

Dimensions can be modified on request.
These technical drawings are property of INOXSYSTEM 

® and cannot be copied or reproduced without our prior written permission.

- On request, the manhole covers described on pages 14 and 15 can be applied.
- Available with direct outlet (no odor trap, no filter basket).
- Custom made dimensions on request.
- Other diameter sizes and heights on request.
- On request ½” inlet socket to let water flush in and clean the drain (art. -IL- see page 30).

N.B.
See also page 33 line 1250

SLOT CHANNELS WITH HEELSAFE SLOT #20

Drainage systems - Slot channels with heelsafe slot. IDEAL FOR SWIMMING POOLS, 

SHOWERS AND TERRACES

art. CRO .............. 

art. CROT ............
Specify the required direction of the outlet
(ex. CROT 8 108 P)

Direction of the outlet in the picture: “P”
(Straight)

art. CRV .............. 

art. CRVT ............ 
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NOTE:
PVC coupling

to increase
diameter size
from 63 mm

to 75 mm available
Art. 63S75

NOTE:
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to increase
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to 75 mm available
Art. 63S75

NOTE:
PVC coupling to increase diameter
size from 63 mm to 75 mm available

Art. 63S75

NOTE:
PVC coupling to increase diameter
size from 63 mm to 75 mm available

Art. 63S75
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ARTICLE  A L
CRV 8108 80 1080
CRV 8208 80 2080
CRV 8308 80 3080

Dimensions in mm

ARTICLE  A L
CRVT 8108 80 1080
CRVT 8208 80 2080
CRVT 8308 80 3080

Dimensions in mm

ARTICLE  A L
CRO 8108 80 1080
CRO 8208 80 2080
CRO 8308 80 3080

Dimensions in mm

ARTICLE  A L
CROT 8108 80 1080
CROT 8208 80 2080
CROT 8308 80 3080

Dimensions in mm

made of stainless steel, sheet thickness 1,5 mm, provided with access unit
with direct outlet and filter basket - AISI 304 - AISI 316 on request
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STAINLESS STEEL CHANNELS WITH HEELSAFE SLOT
AND INSPECTION UNIT WITH CENTRAL VERTICAL DIRECT OUTLET AND REMOVABLE FILTER BASKET
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SCARICO DI TESTA VERTICALE
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A
Art. -  - UI

A

AA

L

L

8

STAINLESS STEEL CHANNELS WITH HEELSAFE SLOT
AND INSPECTION UNIT WITH END VERTICAL DIRECT OUTLET AND REMOVABLE FILTER BASKET
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SCARICO CENTRALE ORIZZONTALE 

Zanche di aggrappo

Chiusino 

Distanziali di rinforzo

Canale ispezionabile a vista
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STAINLESS STEEL CHANNELS WITH HEELSAFE SLOT
AND INSPECTION UNIT WITH CENTRAL HORIZONTAL DIRECT OUTLET AND REMOVABLE FILTER BASKET
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Mounting brackets
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SCARICO DI TESTA ORIZZONTALE 

Innesto canalina

Filtro a cestello Canalina

= Indicare sul codice articolo l'orientamento 
 dello scarico (Esempio: CROT(D) 8108)

estraibile
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CANALI A FESSURA RIDOTTA IN ACCIAIO INOX CON CHIUSINO E CESTELLO ESTRAIBILE-

A
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ORIENTAMENTO DELLO SCARICO

-SINISTRO

-DESTRO

-PROSEGUIMENTO
* D

P

S

*

(S)

(D)

(P)

L

Misure in mm.

ARTICOLO
108080
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L A

CROT 8208
CROT 8308
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DIRECTION OF THE OUTLET
    * S - LEFT
    * D - RIGHT
    * P - STRAIGHT
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STAINLESS STEEL CHANNELS WITH HEELSAFE SLOT
AND INSPECTION UNIT WITH END HORIZONTAL DIRECT OUTLET AND REMOVABLE FILTER BASKET
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